
WE-EF LEUCHTEN

Installation and

Maintenance Instructions for 

Surface mounted exterior downlights 

DAC220 LED

DAC240 LED

DAC240-GB LED

INSTALLER
HOTLINE

+61 458 933 399
7am – 7pm AEST



DAC240 / DAC240-GB
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ø 6 - 13 mm 2,5 mm2

Surface Mounted Exterior Downlights

Lamps

12 LED 24W / 24 LED 48W*

*  Nominal power, for latest data refer to www.we-ef.com 

Protection: IP65, IK07 

Class I, ta = 25°C

Weight:  

DAC220 . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.0 kg
DAC240 . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.6 kg
DAC240 - GB . . . . . . . . . . . . . . . . . . . . . . . 8.6 kg

Tools required

– Screwdriver recessed head size 2 Philips

– Screwdriver with 3.0 mm x 0.8 mm blade

– Screwdriver TX 25

– 4 mm Allen key

– open-ended spanner 24 mm / 22 mm

Installation

The product must be installed and maintained by a suitably qualified professional in compliance with latest building/

construction and/or electrical regulations and relevant legislation.

The LED should only be replaced by a qualified technician.

Warning: Switch off and isolate the mains electrical supply prior to installing and connecting the luminaire.

Notice: If the luminaire is modified by anybody other than the original manufacturer, then the warranty will no longer be valid 

and shall become the full responsibility of the modifying person/organisation. Claims based on defects attributable to improper 

installation and/or application, and the consequences thereof, are excluded. 

Area of cable entry
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Maintenance

Apart from cleaning the product’s exterior surfaces, no 

special maintenance work is required. Do not use high-

pressure cleaners.

In case of component failure due to abnormal circum-

stances or at end of life, replacement must be carried out 

by a suitably qualified and trained professional.

Warning: Do not open luminaire while mains supply is 

switched on.

In case of questions please contact our technical hotline at

+61 458 933 399 (Monday - Friday from 07:00 until

19:00 hours).

Installation Procedure

1) Switch off and isolate the mains electrical supply     . 

2) Loosen screws A and remove mounting pot B. Detach 

male side from terminal connector E.

3) Set mounting pot B in position and fix it to the ceiling 

by means of two screws C.

Caution: Make sure not to damage any electrical cable, 

water pipe or other devices while drilling holes

4) Note the following installation instructions refer to 

integral control version of the luminaire, for electrical 

connection of remote applications, an LED connection 

cable will be supplied with the fitting that is to be 

connected as per the installation instructions of the 

relevant control gear box (CGB).

Feed mains cable through cable gland F. Connect the 

mains supply leads to their respective terminals in the 

terminal connector E (N = neutral, L1 = phase, = 

earthing).  For DALI luminaires, connect the DALI 

signals to the DA+/DA- terminals.  Tighten cable gland 

F firmly.

5) Match male to female side of terminal connector E. 

Position luminaire body D over mounting pot B. Firmly 

tighten the threaded pins A.  
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Tilt: By loosening of the screws H the Gimbal is tiltable by

30°. Afterwards firmly tighten the screws H again.

Rotate: By loosening of the screws I the Gimbal is 

rotatable by 355. To make the rotating easier it is possible

to use a tool inside the recess G.

Gimbal Version

With the Gimbal version the LED area is rotatable by 355°

and tiltable by 30°.
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Important:

In applications using lenses, make sure the light is orienta-

ted in the direction of the object to be lit. Please ensure

that the prismatic side of the lens is facing the LEDs.

A =  Frame

B =  Cover

C =  Lens (IO-20, IO-180 or I0-360)

D =  Gasket

E =  Direction of light

F =  Installation position
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Installation instructions
Product ID :

Description : 

we-ef australia cable gland kit

circulaur & tps cable gland kit 

THE ELECTRICAL WIRING SHOULD BE INSTALLED AND MAINTAINED BY A SUITABLY QUALIFIED PERSON IN COMPLIANCE WITH THE LATEST 
CONSTRuCTION AND ELECTRICAL REGULATIONS AND RELEVANT LEGISLATION.

pic 8

pic 9

INSTRUCTIONS

1) Circular & TPS Grommet Kit comes complete with (PIC 1)
a) 1 x Compression Nut
b) 1 x TPS Grommet to suit 1mm to 2.5mm core cables
c) 3 x Silicon Sleeves
d) 2 X Grommets

2) Slide compression nut over cable with thread facing the end of the cable (PIC 2)
3) Slide correct grommet over cable with flat side facing compression nut with enough length to connect to supply terminals (PIC 3)
4) Feed cable through cable gland adaptor (PIC 4)
5) Tighten compression nut (PIC 5)
6) Looping can be done by removing lug stop on second cable entry of fitted (PIC 6)
7) Fit looping cable as per steps 2 to 5 (PIC 7)
8) Strip back cables, cut to length and fit silicon sleeving over cables (PIC 8)
9) Connect wires to supply terminals (PIC 9)

NOTE: Product images are for illustrative purposes only and may differ from the actual product
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+61 458 933 399
7am – 7pm AEST
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WE-EF LIGHTING

Thailand

Tel +66 2 738 9610

Fax +66 2 175 2174

info.asiapacific@we-ef.com

WE-EF LIGHTING

Australia

Tel +61 3 8587 0444

Fax +61 3 8587 0499

info.australia@we-ef.com

WE-EF LIGHTING

United States of America

Tel +1 724 742 0030

Fax +1 724 742 0035

info.usa@we-ef.com

WE-EF LEUCHTEN

Germany

Tel +49 5194 909 0

Fax +49 5194 909 299

info.germany@we-ef.com

WE-EF LUMIERE

France

Tel +33 4 74 99 14 44

Fax +33 4 74 99 14 40

info.france@we-ef.com

WE-EF HELVETICA

Switzerland

Tel +41 22 752 49 94

Fax +41 22 752 49 74

info.switzerland@we-ef.com

WE-EF LIGHTING

United Kingdom

Tel +44 844 880 5346

Fax +44 844 880 5347

info.uk@we-ef.com

www.we-ef.com

DAC240_LED_011217 / 006-1202 
Technische Änderungen vorbehalten. 
Technical specifications are subject to change. 
© WE-EF 2018 R1

Safety indices
The manufacturer is then discharged from liability when damage is 
caused by improper use or installation.
If any luminaire and/or accessory is subsequently modified, the 
persons responsible for the modification shall be considered as 
manufacturer.
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