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HOTLINE

+61458 933 399
7am–7pm AEST

Surge Protection
For comprehensive protection of a luminaire installation against lightning and

electrical surges, it is essential to cover mains supply and data input lines at

the distribution board level, by using respective primary (Type 1) and secondary

(Type 2) surge arrestors in compliance with EN61643-11/IEC61643-1.

Warning

Ensure that all required surge protection measures are in place and activated  

prior to luminaire installation. Also, disconnect luminaires before operating  

high-power devices such as, for example, electrical arc welders.

Do not open during installation
This product is factory-sealed.

Refer to the instructions contained in this  

document fordetails.



Recessed Downlight

DOR140

175

125

DOR130

165

50

DOR120

165

50

IP66, Class I, ta = 40°C, IK08

Lamps

DOR120 6 LED 12W*  

DOR130 12 LED 24W/36W*  

DOR130 24 LED48W/72W*

1

*  Nominal power, for latest data refer to www.we-ef.com

Supplied with flex and 3 pin standard plug for ON/OFF operation.  
Supplied with five core flylead for DALI dimming operation.

90

100

125

http://www.we-ef.com/


No thermal insulatingmaterial

≥330

≥330

Minimum free space aroundDOR120

≤25

No thermal insulatingmaterial

≥500

≥500

Minimum free space aroundDOR130

≤40

Minimum free space aroundDOR140

No thermal insulatingmaterial

≥500
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≥500

≤40≥225

≥200

≥190



BCR130-I

for DOR130 135-9050 BCR130-I

BCR120-I

LightSource

LED

Maintenance

Apart from cleaning the outside of the luminaire, no special maintenance is necessary.

Do clean with high pressurecleaners.

Installation Accessories

Pre-installation blockout is recommended for mounting in cast concrete ceiling

Accessories:

Installation blockout – Pre-installation blockout is recommended for mounting in cast concrete ceiling.  

for DOR120 135-9000 BCR120-I

BCR140-I

for DOR140 135-9115 BCR140-I
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Installation Procedure for DOR120

Important: Ensure that the ceiling apertureprovided  

can accommodate luminaire.

Installation

The product must be installed and maintained by a  

suitably qualified professional in compliance with latest  

building/construction and/or electrical regulations and  

relevant legislation.

Warning: Switch off and isolate the mains electrical  

supply prior to installing and connecting the luminaire.

Notice: If the luminaire is modified by anybody other  

than the original manufacturer, then the warranty will  

no longer be valid and shall become the full respon-

sibility of the modifying person/organisation. Claims  

based on defects attributable to improper installation  

and/or application, and the consequences thereof, are  

excluded.

DOR120

4

1) Switch off and isolate the mains electricalsupply.

2) Check that rating shown on luminaire label  

conforms with mains electricalsupply.

3) The DOR120 is supplied with a flex and plug B for  

standard operation, and a five core fly-lead forDALI  

dimming. There is no requirement to open the gear  

boxA.

4) Lead the gear box A through the prepared ceiling  

opening. Ensure the gearbox is placed in the cavity 

as such that it has a side clearance of at least 50 

mm to the luminaire. As required, terminate the 

plug or the fly leadcable.

5) To insert the luminaire C, push the torsion springs D  

upwards while pushing the luminaire through the  

ceiling aperture. Once the luminaire is in position,  

the torsion springs will ensure a secure fit.

WARNING:
Springs may present a pinchhazard
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DOR130

Installation Procedure for DOR130

Important: Ensure that the ceiling aperture provided can accommodate luminaire.

1) Switch off and isolate the mains electricalsupply.

2) Check that rating shown on luminaire label conforms with mains  

electricalsupply.

3) The DOR130 is supplied with a flex and plug B for standard  

operation, and a five core fly-lead for DALI dimming. There is no  

requirement to open the gear boxA.

4) Lead the gear box A through the prepared ceiling opening.

Ensure the gearbox is placed in the cavity as such that it has a 

side clearance of at least 50 mm to the luminaire. As 

required, terminate the plug or the fly lead cable.

5) Set cable B, gear box A and luminaire body G in ceilingaperture.  

Secure luminaire by tightening screws F, which in turn will  

activate claws E.

6) Push the frame assembly H (and retainer clip I, if applicable) into  

luminaire body G until it clicks intoposition.



DOR140
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Installation Procedure forDOR140

Important: Ensure that the ceiling aperture provided can accommodate luminaire.

1) Switch off and isolate the mains electricalsupply.

2) Check that rating shown on luminaire label conforms with mains  

electricalsupply.

3) The DOR140 is supplied with a flex and plug B for standard  

operation, and a five core fly-lead for DALI dimming. There is no  

requirement to open the gear boxA.

4) Lead the gear box A through the prepared ceiling opening.

Ensure the gearbox is placed in the cavity as such that it has a 

side clearance of at least 50 mm to the luminaire. As  

required, terminate the plug or the fly lead cable.

5) Set cable B, gear box A and luminaire bodyG in ceiling aperture.  

Secure luminaire by tightening screws F, which in turn will  

activate claws E.

6) Push the frame assembly H (and retainer clip I, if applicable)into  

luminaire body G until it clicks intoposition.

F

E

F

I



WE-EF LUMIERE

France

Tel +33 4 74 99 14 44

Fax +33 4 74 99 14 40

info.france@we-ef.com

WE-EF ILLUMINAZIONE

Italy

Tel +39 029 0092354

info.italy@we-ef.com

WE-EF LIGHTING

United States of America  

Tel +1 724 742 0030

Fax +1 724 742 0035

info.usa@we-ef.com

WE-EF LIGHTING

Australia

Tel +61 3 8587 0444

Fax +61 3 8587 0499

info.australia@we-ef.com

www.we-ef.com

WE-EF LEUCHTEN

Germany

Tel +49 5194 909 0

Fax +49 5194 909 299

info.germany@we-ef.com

WE-EF HELVETICA

Switzerland

Tel +41 22 752 49 94

Fax +41 22 752 49 74

info.switzerland@we-ef.com

WE-EF LIGHTING

UnitedKingdom

Tel +44 844 880 5346

Fax +44 844 880 5347

info.uk@we-ef.com

WE-EF LIGHTING

Thailand

Tel +66 2 738 9610

Fax +66 2 175 2174

info.asiapacific@we-ef. com

DOR080918 © WE-EF 2018

Technical specifications are  

subject tochange.
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